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LED Post Top Bulb Conversion Kit for Decorative Luminaire  

 
 

 
 
Description 
The LED conversion kit has been designed to replace existing Metal Halide or HPS bulbs in post top style 
fixtures. A variety of Lamps can be accommodated with this design by ordering a lamp specific adapter plate.  
Energy saving LED’s reduce cost and provide a more natural light.  The LED assembly is engineered to remove 
unwanted heat from the LED’s which in turn gives them a longer life.   The entire assembly is aluminum 
construction using stainless steel hardware.    
 
Save Energy 
LED’s provide 90-100 lumens per Watt of power. 
Generally to obtain the equivalent of a 150 Watt Metal Halide bulb would take approx 40-50 Watts of LED power.  
This is approximately a 60% savings over traditional lighting.  
 
Safety 
The LED’s are powered by a Class 2, UL Outdoor Rated Driver that is sealed.  The LED’s operate via a low DC 
voltage.  All electronics are lead and  mercury free according to ROHS standards (reduction of hazardous 
substances). 
 
LED Assembly                                                                    Electrical 
Philips Luxeon Rebel LED’s : 24, 36 or 48 LED’s.             25, 40 or 50 Watt Power Supply  
Approx 90-100 Lumens per watt light output (@350mA).  Power Factor >0.90 full load 
Color Temp : Cool White (6500K) or Neutral (4500K).      UL1310, IP66, Class 2. 
Exceeds ENERGY STAR LM-80 guidelines.                      Universal 100- 277 VAC range. 
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Physical 
The post top lamp conversion kit contains either 8 or 4 LED Aluminum Bars.   These bars are mounted to a 
specially designed Octagonal (8 sided) aluminum extrusion.  (A six sided option is also available).  Also a Top 
Plate Reflector is an available option to reduce light from going up in the sky. 
 
The aluminum extrusion channels the heat away from the LED’s by natural convection.  This keeps the entire 
assembly operating at optimum levels insuring a long LED life.     
  
Using either 8 or 4 LED bars ensures a symmetric pattern of light around the fixture.  The post top conversion 
kit can also be ordered with 4 or 6 bars in an asymmetric pattern to focus more light to one side of the fixture. 
(ex. Street Side only).  
 
True Color Rendering   
Cool White LED’s allow for true color definition for better visibility. 

 
Model Numbers              

For Specific Lamp Base Plate Please contact our engineering dept. 
 

Eight Sided 
 

PTB-48-50,  48 LED kit (8 Light Bars) operating @ 50 Watts. 
 

PTB-24-25,  24 LED kit (4 Light Bars) operating @ 25 Watts. 
 

Six Sided 
 

PTB-36-40, 36 LED kit (6 Light Bars) @ 40 Watts. 
 

PTB-18-25, 18 LED kit (3 Light Bars) @ 25 Watts. 
 

 
5 year warranty. 

Made in Connecticut, U.S.A. 


