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Custom Violation Sign for Radar Speed Control
R3-2T-24"x24"
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Standard Signs
-R3-1 “No Right Turn” Symbol 24" x 24", White & Red LED.
30" x 30”
- R3-1t “NO RIGHT TURN”" 24" x 24" White LED.
24" x 30"
- R3-2 “No Left Turn” Symbol 24" x 24" White & Red LED.
30" x 30"
- R3-2t “NO LEFT TURN”" 24" x 24" White LED.
24" x 30"
-R3-3 “NO TURNS’ 24" x 24" White LED.
-R5-1s “No Entry” Symbol 24" x 24" Circle with Diagonal, Red LED.
-R5-1m “DO NOT ENTER* 24" x 24" Red LED.
30" x 30”
-R10-11a “NO TURN ON RED” 24" x 30" 4 Lines, White LED.
-R10-11b “NO TURN ON RED” 24" x 24" 3 Lines, White LED.
30" x 30”
-W3-3 “SIGNAL AHEAD” 24" x 24" Red or White LED.
“RED SIGNAL AHEAD” 24" x 30"
-W11-2-L “Man” symbol walking right 36" x 36" White man, Y ellow text.
-W11-2-R or left, “IN CROSSWALK”
-W13-1 “XX MPH” 24" x 24" Yellow LED speed sign.
30" x 30"
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Please ask about custom signs made to your specifications.

Watertight Cable Entrance Mounting Platein T-Slot

R3-2, 24" x 24" or 30" x 30" Power Supply provided
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Power & Connection Options

Standard - Watertight cable grip and 10 ft of color
coded Lead-In cable.

(RED =+ 12 vdc, BLK = dc common).

Location : Back, lower corner.

Optional - NEMA watrtight
terminal block housing with
knockouts. IP66 rated.
Location : Back, lower corner.

Optional - Power Supply mounted in NEMA
watertight housing. Housing mounted to right side
T-Slot track on rear of sign. Pre-wired 10ft Lead-in
to Power supply DC Output. Watertight cable grip
on housing for AC cable input.
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